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A single-phase 3D model for isothermal laminar and 
turbulent flow of an ice slurry in a horizontal pipe is used to 
investigate the effects of the uniform inlet velocity and ice 
concentration on their axial evolution. The slurry is modeled as 
a Newtonian fluid with effective local properties depending on 
the local ice concentration. Despite the relative simplicity of 
this model (compared to the two-phase models used elsewhere) 
its numerical solution gives results which correctly reflect 
experimental observations. Specifically, these results show that 
as the fluid moves downstream the ice concentration increases 
in the upper part of the pipe and it decreases in the lower part. 
The velocity profile is principally influenced by the boundary 
layer growth close to the inlet but further downstream it 
becomes asymmetrical with respect to the horizontal symmetry 
plane with higher velocities in the lower part of the pipe. The 
differences between the values in the upper and lower parts of 
the pipe are much more important in the case of laminar flow. 
The results are analyzed by considering the phenomena 
influencing the ice particle movement (buoyancy and diffusion) 
and the relation between ice concentration and the 
thermophysical properties of the slurry.        
INTRODUCTION 
Ice slurries are mixtures of small ice particles (typically 0.1 
to 1 mm of diameter) and a carrier liquid (a mixture of water 
and an additive such as glycol, sodium chloride or calcium 
carbonate which lowers the freezing temperature). They offer 
the possibility of enhanced energy transport density and energy 
storage due to the combined effects of sensible and latent heat. 
Applications include comfort cooling of buildings, food 
processing and the replacement of secondary refrigerants in ice 
rinks or supermarkets. Their thermophysical properties can be 
derived from linear weighing of the corresponding properties of 
the ice (which are essentially determined by the temperature) 
and the carrier liquid (which vary with the temperature and the 
concentration of the additive) [1].  
The behavior of ice slurries in heat transfer installations is 
complex. Thus, in horizontal pipes separation of the solid ice 
particles and carrier liquid occurs with any particle size at very 
low velocities and with large particles at high velocities. 
Various flow patterns can be encountered in ice slurry pipelines 
that affect the hydrodynamics of the flow and the mechanism of 
heat transfer. The different experimentally observed flow 
patterns are classified as homogeneous, heterogeneous, sliding 
bed and stationary bed [1]. Kitanovski & Poredos [2] calculated 
the concentration distribution of ice in horizontal pipe flow by 
integrating the one-dimensional diffusion equation with 
constant values of the diffusion coefficient and the hindered 
settling velocity of the ice particles. They then calculated the 
average ice slurry viscosity by integrating the well-known 
Thomas equation applied locally with the calculated 
concentration profile. They concluded that for high average 
velocities and very low ice concentrations “the ice slurry 
viscosity is almost independent of velocity as for Newtonian 
fluids”. On the other hand, ice slurries exhibit a non-Newtonian 
behavior for ice concentrations exceeding approximately 20 % 
but this threshold value is also influenced by parameters such 
as the size of the ice particles and the nature of the additive. 
Several experimental studies have determined values of the 
effective viscosity of ice slurries and compared them with 
different rheological models [3]. 
Several CFD analyses of slurry flow with or without heat 
transfer have been published in recent years. Thus, Jihong 
Wang et al [4] applied an Euler-Euler model and calculated 
profiles of velocity and ice particle concentration as well as 
pressure drop for turbulent isothermal flow in horizontal, 
vertical and 90º elbow pipes. Their numerical predictions are 
within 20% of corresponding measured values. Niezgoda-
Zelasko & Zalewski [5] obtained numerical results using a 
single-phase model with a Bingham fluid and multiphase 
models (mixture and Eulerian models). They found that for 
laminar flows both the Bingham and mixture models gave a 
correct description of the flow field. For low Reynolds number 
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turbulent flows they found that the best agreement between 
numerical and experimental results (for the single-phase and 
the multiphase Eulerian models) was obtained by using the 
RNG k-ε turbulence model with the enhanced wall treatment.  
In the present study we consider the isothermal, steady, 
laminar and turbulent flows of ice slurry in the entrance region 
of a horizontal pipe. The ice slurry is treated as a single phase 
Newtonian fluid with effective properties. A model consisting 
of the three-dimensional differential equations of motion for the 
slurry, the realizable k-ε turbulence model as well as the 
conservation equation for the ice particles is proposed and 
solved numerically. These equations are coupled since the 
viscosity and density of the slurry depends on the ice 
concentration which changes from the assumed uniform 
distribution at the inlet due to the opposing effects of buoyancy 
and diffusion. The results illustrate the axial evolution of the ice 
concentration and the velocity profiles which depend on the 
flow regime (laminar or turbulent) and are in good qualitative 
agreement with experimental observations. 
DESCRIPTION AND MODELING OF THE PROBLEM  
The ice slurry under consideration is an aqueous solution 
of ethylene glycol and ice particles of mean diameter d. It is 
flowing in a horizontal adiabatic pipe of diameter D and length 
L = 300 D. At the pipe inlet the velocity V0, the temperature T0 
and the volumetric concentration 0 of the ice particles are 
uniform. The outflow condition is applied at the pipe outlet. 
The no-slip and no-ice particle-flux are applied at the pipe wall. 
The origin of the coordinates system is at the pipe inlet. The z 
axis coincides with the pipe axis while the x and y axes are 
horizontal and vertical respectively.      
Laminar flow 
The governing equations are based on the continuum 
approach. The ice particles migration that includes several 
mechanisms (Brownian motion, particle settling, shear-induced, 
and viscosity gradients migration) is described by an additional 
transport equation.  
The steady state continuity and momentum conservation 
equations are given respectively by: 
𝛁 ∙ (𝜌𝑖𝑠𝒖) = 0                                                                          (1) 
𝛁 ∙ (𝜌𝑖𝑠𝒖𝒖) = −𝛁𝑝 + 𝛁 ∙ 𝝉                                                      (2) 
The steady state species conservation equation, based on the 
particle diffusive model proposed by Phillips et al. [6], is 
𝛁 ∙ ( 𝜌𝑖𝑠𝒖∅) = −𝛁 ∙ 𝑵𝒕                                                            (3) 
This equation represents a balance between the convective and 
diffusive particle flux. Neglecting Brownian motion, we model 
the diffusive particle flux as: 
𝑵𝒕 = 𝑵𝒄 +𝑵𝝁 + 𝑵𝒔                                                                  (4)                                                                                                                                                   
Where 𝑵𝒄 is the flux induced by the gradients of shear rate, 𝑵𝝁 
is the flux due to spatial variation in viscosity, and 𝑵𝒔 is the 
flux due to particle settling. Based on the scaling arguments of 
Leighton & Acrivos [7], Phillips et al. [6] proposed the 
following expressions: 






𝛁∅                                              (5b) 
The values of the coefficients are 𝐾𝑐 = 0.41 and 𝐾𝜇 = 0.62.  
For the settling particle flux we adopt the following form 
proposed by Richardson & Zaki [8]: 
𝑵𝒔 = 𝜌𝑖𝑠𝜔𝟎𝑓(∅)∅𝑸                                                               (5c) 
Where 𝜔0 is the terminal settling velocity of a single particle in 
the aqueous solution and  𝑓(∅) is the hindrance function. For 
the latter we adopt the form suggested by Revay & Higdon [9]: 
𝑓(∅) = (1 − ∅)6.55(1 + 3.458∅2 +8.990∅3)                       (5d) 
With these relations the species conservation equation becomes 
 𝛁 ∙ {𝜌𝑖𝑠[𝒖 + 𝜔0𝑓(∅)𝑸]∅} = 𝛁 ∙(Г ∇∅)+𝑺                           (6a) 
The diffusive coefficient Г and the source term 𝑺 are: 
Г = 𝜌𝑖𝑠𝑎2∅?̇? �𝐾𝑐 + 𝐾𝜇∅
𝜕𝜇𝑖𝑠
𝜇𝑖𝑠𝜕∅
�                                              (6b) 
𝑺 = 𝛁 ∙ (𝜌𝑖𝑠Kca2∅2𝛁?̇?)                                                          (6c)                                                                                                                                                   
 
Turbulent flow 
For steady state conditions the averaged equations of mass 
conservation and momentum are: 
𝜕
𝜕𝑥𝑖
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The turbulence model adopted in the present study is the 
realizable k-ε model. It was preferred to the standard k-ε model 
because it includes an improved equation for ε and uses a 
variable coefficient in the expression of the turbulent viscosity. 
It is appropriate for boundary layers with strong adverse 
pressure gradients such as those encountered near the inlet in 
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𝐶3𝜀  𝐺𝑏 + 𝑆𝜀                                                                    (9b) 
The particle diffusive model proposed by Phillips et al. [6] 
is also valid for turbulent conditions according to Bui et al [10]. 
When associated with the motion created by the density 
difference between the liquid and solid phases it results in the 
following expression for the species conservation equation: 
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�� + 𝑆∅                (10) 
The diffusive coefficient Г, the source term 𝑆, the hindrance 
function 𝑓(∅) and the values of the coefficients 𝐾𝑐  and 𝐾𝜇  are 
identical to those for laminar flow. 
Ice slurry properties 
The fusion temperature of aqueous solutions of additives 
such as ethylene glycol decreases as the concentration of the 
additive (X0 in kg of additive per kg of mixture or 0 in m3 of 
additive per m3 of mixture) increases. For temperatures above 
this fusion temperature the mixture does not contain any ice 
particles. For temperatures below this fusion temperature the 
mixture contains solid particles which are considered to be pure 
water; as a result, for such temperatures, the concentration of 
additive in the liquid mixture is higher than X0 (and 0).   
According to the Handbook on Ice Slurries [1] the density 
of the ice (subscript i) can be calculated from the expression:  
𝜌𝑖 = 917 − 0.13𝑇                                                                  (11) 
The density and the viscosity of the liquid mixture of water 
and additive (subscript 𝑙) depend on the temperature and on the 
volumetric concentration of the additive (subscript 𝑎). They can 
be calculated from the following formulas: 
















The coefficients 𝑏𝑖,𝑗 were calculated [11] by polynomial curve-
fitting of tabulated data [12]. 
Finally, the density and viscosity of the ice slurry 
(subscript 𝑖𝑠) can be calculated from the following equations: 
𝜌𝑖𝑠 = ∅𝜌𝑖 + (1 − ∅)𝜌𝑙                                                          (13a) 
𝜇𝑖𝑠 = 𝜇𝑙�1 + 2.5∅ + 10.05∅2 + 0.00273𝑒16.6∅�               (13b) 
In all the above expressions the density is in kg/m3, the 
viscosity is in mPa s while T is the temperature in ºC. 
SOLUTION AND VALIDATION 
The coupled differential equations of the model were 
solved using the software Ansys-Fluent which is based on the 
finite volume technique. The ice particle conservation equation 
was introduced using the user-defined scalar functionality. The 
SIMPLE algorithm was employed to resolve the pressure-
velocity coupling in the momentum equation. The QUICK 
scheme was used to approximate the convection term. The 
validation of the model was obtained by first simulating the 
steady laminar forced convection of water in a horizontal tube. 
Mesh independence was established by refining a coarser size 
until results were unchanged. Table 1 shows the calculated 
values of the non-dimensional velocity (V/V0) at different axial 
positions (z*=(z/D)/Re) for three meshes and  compares them 
with those obtained by Nascimento et al. [13] and Liu [14]. The 
fine mesh with approximately 7.1 106 cells which gives results 
in excellent agreement with the literature has been used to 
obtain all the results presented in the subsequent sections. 
 











































Liu [14] 1.100 1.439 1.989 1.999 
Nascimento 
et al [13] 
1.113 1.427 1.961 1.972 
 
Table 1: Mesh independence tests and validation 
(Re=500, Water Flow) 
 
For further validation the predicted velocity for a slurry 
with solid polypropylene spheres is compared in Fig. 1 with 
experimental results by Stutz et al [15]. The agreement is good. 
The differences are due to the fact that simulations were carried 
out by assuming that the carrying fluid is a mixture (water and 
10% ethanol) while in the experiments it was pure water. 
 
 
Fig. 1: Experimental and numerical velocity profiles 
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RESULTS AND DISCUSSION 
Two series of simulations were carried out with different 
combinations of the inlet velocity and the inlet ice 
concentration. In all cases the additive is ethylene glycol with a 
mass concentration in the absence of ice equal to 14% (the 
corresponding fusion temperature is 268.24 K). The average 
diameter of the ice particles is d = 0.4 mm and the length of the 
pipe is L = 3 m for all simulations. The combinations of inlet 
velocity and inlet ice concentration are chosen so that the 
corresponding Reynolds number Re0 is clearly in the laminar or 
turbulent regime. Specifically Re0 is always less than 1000 for 
the first series and always more than 3000 for the second one. 
Results for laminar flow 
Figure 2 shows the axial evolution of the ice particles 
concentration distribution along the vertical diameter of the 
pipe for V0 = 0.2 m/s and 0 = 0.1 (which corresponds to a 
temperature of 267.56 K, i.e. slightly lower than the fusion 
temperature). Under the effect of buoyancy the ice particles 
whose density is smaller than that of the liquid mixture rise 
towards the top of the pipe. As a result of this phenomenon the 
ice particle concentration increases in the upper part of the pipe 
and it decreases in its lower part. The ensuing concentration 
gradient creates a downwards flux of ice particles which 
eventually becomes equal to the upward one sustained by 
buoyancy. Therefore the concentration profile eventually 
reaches a form which is independent of the axial position as 
illustrated by the fact that the profile at z = 1.50 m is identical 
to the one at z = 2.95 m. 
 
 
Fig. 2: Axial evolution of the concentration profile  
for V0 = 0.2 m/s and 0 = 0.1 
Figure 3 shows the corresponding profiles of the axial 
velocity which also evolve with the distance from the inlet. 
Near the inlet (z = 0.005 m) we observe the well-known 
overshoot phenomenon caused by the rapid development of the 
boundary layer. Further downstream the velocity profile is not 
symmetrical with respect to the pipe axis. This is due to the 
influence of the ice particle concentration on the viscosity of 
the slurry. Thus, in the lower part of the pipe where the ice 
concentration is low the viscosity decreases and the velocity 
increases. On the other hand, in the higher part of the pipe 
where the ice concentration is high the viscosity increases and 
the velocity decreases. Eventually the velocity profile reaches a 
form which is independent of the axial position as illustrated by 
the fact that the profile at z = 1.50 m is identical to the one at z 
= 2.95 m. 
It is therefore evident that for the conditions under 
consideration the flow field is fully developed beyond z=1.5 m.    
 
   Fig. 3: Axial evolution of the velocity profile   
for V0 = 0.2 m/s and 0 = 0.1 
In order to test the validity and precision of these results 
we calculated the average concentration of the ice particles for 
different cross sections normal to the pipe axis. This quantity 
was obtained by first integrating the product of the local ice 
concentration (function of x and y) and the local mass flowrate 
(also a function of x and y) over the circular cross section; this 
product was then divided by the mass flowrate of the ice slurry 
which is of course independent of the axial position. The 
comparison of the calculated values of the average 
concentration shows that this quantity is essentially 
independent of the axial position (see Table 2). This result was 
of course anticipated since the flow under consideration takes 
place without heat transfer and therefore the quantity of ice 
transported downstream should not change. The fact that the 
numerical results satisfy this condition is therefore an 





























Table 2: Validation of the constancy of the average ice 
concentration for laminar flow 
4 Copyright © 2013 by ASME
Downloaded From: https://proceedings.asmedigitalcollection.asme.org on 06/28/2019 Terms of Use: http://www.asme.org/about-asme/terms-of-use
Figure 4 illustrates the effect of the inlet ice concentration 
on the fully developed concentration profile for V0 = 0.35 m/s. 
We note that the lower part of the pipe does not contain any ice 
and that the vertical dimension of this ice-free region decreases 
as 0 increases. Furthermore as 0 increases the maximum 
concentration, which occurs at the top of the pipe, increases as 




   Fig. 4: Effect of 0 on the fully developed concentration 
profile for V0 = 0.35 m/s. 
Figure 5 illustrates the effect of the inlet ice concentration 
on the fully developed velocity profile for V0 = 0.35 m/s. We 
note that the increase of 0 causes the increase of the maximum 
axial velocity and a downward shift of its position. Specifically 
the ratio Vmax/V0 is approximately 1.8, 1.94 and 2.28 for 0 
equal to 0.1, 0.15 and 0.2 respectively. The form of these 
profiles is similar to that obtained by Stutz et al [15] who 
measured the velocity of a slurry (water with polypropylene 
spheres having a diameter of 3 mm and a density relative to 
water equal to 0.869) using a Pitot tube. Quantitative 
comparisons were not possible because this article does not 
specify the values of V0 and 0 for the reported experiments. 
Results for turbulent flow 
Figure 6 shows the axial evolution of the ice particles 
concentration distribution along the vertical diameter of the 
pipe for V0 = 2 m/s and 0 = 0.1 (as before this corresponds to a 
temperature of 267.56 K, i.e. slightly lower than the fusion 
temperature). The qualitative explanation of the corresponding 
results for laminar flow still apply and justify the increase of 
the ice concentration in the upper part of the pipe as well as  its 
decrease in the lower part. It is important however to note that 
in the present case the concentration profile has not reached a 
form independent of the axial position as indicated by the 
difference between the profiles for z = 1.5 m and z = 2.95 m. 
This result shows that in the present case the development 
length for ice concentration is longer than the length of the pipe 
used in this study (L = 3 m).  
 
 
   Fig. 5: Effect of 0 on the fully developed velocity profile  
for V0 = 0.35 m/s. 
Figure 7 shows the corresponding iso-concentration lines at 
z = 2.95 m which as expected are symmetrical with respect to 
the vertical diameter of the pipe.     
Figure 8 shows the corresponding axial evolution of the 
velocity profiles along the vertical diameter of the pipe. The 
overshoot is again present near the pipe inlet but beyond 
approximately z = 1.5 m the profile becomes independent of the 
axial position and attains a fairly flat form characteristic of 
turbulent flows. The hydrodynamically developed profile is 
very similar to the experimental and numerical results of Jihong 
Wang et al [4]. According to Figure 8 the ratio Vmax/V0 is 





Fig. 6: Axial evolution of the concentration profile  
for V0 = 2 m/s and 0 = 0.1 
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Fig. 7: Concentration distribution at z = 2.95 m  
for V0 = 2 m/s and 0 = 0.1 
 
Fig. 8: Axial evolution of the velocity profile  
for V0 = 2 m/s and 0 = 0.1 
Figure 9 shows the lines of constant velocity at z = 2.95 m 
which indicate that the velocity field is not symmetrical with 
respect to the horizontal diameter of the pipe. Specifically, for 
symmetrical positions with respect to this diameter the velocity 
in the upper part is slightly smaller. This is due to the increased 
concentration of ice particles in the upper part which causes an 
increase of the molecular viscosity. The corresponding decrease 
of the velocity is however small since the molecular viscosity is 
small compared to the turbulent viscosity.      
 
 
Fig. 9: Velocity distribution at z = 2.95 m  
for V0 = 2 m/s and 0 = 0.1 
Figure 10 illustrates the effect of the inlet ice concentration 
on the concentration profile at z = 2.95 m for V0 = 2 m/s. We 
note that the difference between the maximum concentration 
(which occurs at the top of the pipe) and the minimum 
concentration (which occurs at the bottom) is greatest for the 
smallest value of 0 and smallest for the greatest value of 0. 
Complete elimination of the ice from the bottom part of the 
pipe occurs only for the smallest value of 0. Qualitatively 
these results are consistent with experimental observations [1].  
 
 
   Fig. 10: Effect of 0 on the concentration profile  
at z = 2.95 m for V0 = 2 m/s. 
 
Figure 11 illustrates the effect of the inlet ice concentration 
on the hydrodynamically developed velocity profile at z = 2.95 
m for V0 = 2 m/s. The maximum velocity increases slightly as 
the inlet concentration increases. It should be noted that the 
velocity at y = 0.004 m is smaller than at y = - 0.004 m. These 
results clearly illustrate that this profile is not symmetrical with 
respect to the pipe axis for the reasons explained in the 
discussion of Figure 9.    
 
 
   Fig. 11: Effect of 0 on the velocity profile  
at z = 2.95 m for V0 = 2 m/s. 
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Table 3 shows the average concentration of the ice particles 
for different cross sections normal to the pipe axis for turbulent 
flow with V0 = 2 m/s and 0 = 0.1. These values were calculated 
as explained earlier in the case of laminar flow. Even though 
they increase slightly in the direction of flow they are 
everywhere within less than 2% of the exact value (i.e. the 
concentration at the inlet). Therefore we consider that the 






























Table 3: Validation of the constancy of the average ice 
concentration for turbulent flow 
   
Comparison of laminar and turbulent results  
For all simulations in this section the value of the inlet ice 
concentration is 10%. The results show velocity and 
concentration profiles along the vertical diameter of the pipe. 
Figures 12 and 13 compare the normalized velocity 
profiles for laminar (V0 = 0.2 m/s) and turbulent (V0 = 2 m/s) 
flow at z = 0.5 m and z = 2.95 m respectively. The differences 
at both positions are striking. The maximum normalized 
velocity in the case of laminar flow is almost twice that of 
turbulent flow. The asymmetry with respect to the pipe’s axis is 
much more pronounced in the case of laminar flow. Near the 
top and bottom the velocity increases much faster in the 
turbulent case. The relative importance of the wall shear stress 
for the top and bottom of each flow regime cannot be deduced 
from the corresponding velocity gradients because the viscosity 
is not the same at these positions. Further calculations are 
therefore required to evaluate the circumferential and axial 
distributions of the wall shear stress for each flow regime.  
 
Fig. 12: Comparison of normalized velocity profiles  
for laminar and turbulent flow at z = 0.5 m 
 
Fig. 13: Comparison of normalized velocity profiles  
for laminar and turbulent flow at z = 2.95 m 
Figures 14 and 15 compare concentration profiles for 
laminar (V0 = 0.2 m/s) and turbulent (V0 = 2 m/s) flow at z = 0.5 
m and z = 2.95 m respectively. Again the differences between 
laminar and turbulent results are striking. For laminar flow the 
lower part of the pipe does not contain any ice and elsewhere it 
increases almost linearly. For turbulent flow the concentration 
remains equal to the inlet value over an important part of the 
profile (more than half at z = 0.5 m and approximately 20% at z 
= 2.95 m). At z = 0.5 m the minimum ice concentration is still 
positive. At both positions the differences between the 
maximum and minimum concentrations are considerably higher 
in the case of laminar flow. These observations indicate that the 
ice concentration profile evolves much faster in the case of 
laminar flow. It therefore appears that turbulence slows down 
the effects of buoyancy and diffusion which act alone in the 
case of laminar flow and tends to maintain a relative uniformity 
of the ice concentration.  
 
Fig. 14: Comparison of concentration profiles  
for laminar and turbulent flow at z = 0.5 m 
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Fig. 15: Comparison of concentration profiles  
for laminar and turbulent flow at z = 2.95 m 
CONCLUSIONS 
The adopted single-phase model of isothermal ice slurry 
flow in a horizontal pipe is simpler than the two-phase models 
used in most other studies of this problem. Nevertheless its 
numerical predictions correctly reflect the experimentally 
determined effects for both laminar and turbulent conditions. 
 Specifically, for laminar flow the model shows that: 
- The velocity distribution is not symmetrical with respect to 
the horizontal symmetry plane; the maximum velocity occurs 
below the pipe axis and increases significantly with the inlet ice 
concentration. 
- As the slurry moves downstream the ice concentration 
increases in the upper part of the pipe; in the lower part ice 
particles eventually disappear completely; the difference 
between the maximum and minimum concentrations in a fixed 
cross-section increases with the inlet ice concentration. 
For turbulent flow the model shows that: 
- The shape of the velocity profile is essentially determined by 
the turbulence although it is not exactly symmetrical with 
respect to the horizontal symmetry plane; the effect of the inlet 
ice concentration on the hydrodynamically developed velocity 
distribution is very small. 
- The ice concentration increases in the upper part of the pipe 
and it decreases in its lower part; the difference between the 
maximum and minimum concentrations in a fixed cross-section 
decreases when the inlet ice concentration increases. 
The differences between the behavior of laminar and 
turbulent flows have been explained by considering the effect 
of ice concentration on the molecular dynamic viscosity of the 
slurry and its magnitude relative to the turbulent viscosity.  
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NOMENCLATURE 
a mean radius of ice particles 
D pipe diameter 
d mean diameter of ice particles 
k kinetic energy of turbulence  
L  pipe length 
N particle flux 
p pressure 
Q gravitational acceleration vector 
Re Reynolds number 
T temperature 
u velocity vector 
V velocity component in z-direction 
X mass concentration 
x,y,z Cartesian coordinates 
z* = (z/D)/Re 
Greek letters 
?̇? shear rate  
ε dissipation rate 
μ dynamic viscosity 
ρ density 
τ stress tensor 




is ice slurry 
𝑙  water-additive mixture  
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